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Portable Measuring System  

 

 

1. Required devices 

Part name Pieces 

SMP8 or SMP32 plug as required 

hEX PoE Router 1 

Laptop with Windows system 1 

Wall Plug PoE Injector 48V 1 

UTP cable with bayonet lock according to the number of SMPs 

Standard UTP cable 2 

Power Adapter 24V to Switch 1 

 

The picture shows how to connect the cables in order to work properly. 

 

Quick guide for portable use of 

Smart Measuring Plug 

Applicable devices: SMP8, SMP32 
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The Wall Plug PoE Injector must connect to the Router’s ‘PoE IN’ port no. 1, to supply the other LAN ports with 

power. The Router cable should be connected in the ‘Data & Power Out’ slot of the Wall Plug PoE Injector, the 

Computer cable should be connected in to the ‘Data in’ slot of the Wall Plug PoE Injector. 

The other cables plugged in the SMP, SCP must be connected to the Router’s ‘Lan PoE OUT’ ports no. 2-5, 

highlighted with yellow. 

Check the computer IP settings 

Click on start menu and open Control Panel. 

In the control panel, open the network and sharing center settings  

When it is opened, click on change adapter settings 

Then right click on the local network and in the menu, choose properties. 

In the properties window, select Protocole internet version 4 (TCP/IPv4), and click on properties. 

The properties window will pop up and the IP settings should be configure as shown in the picture below. 

  Be careful with the LAN ports because all of them has Passive PoE output! This means if you connect 

the cables to some devices it may harm them! Do not use it without PoE splitter if you are not certain! 
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2. Installing the MySQL database 

Download the MySQL Installer Community Edition 

Download your official install package from the following link:  

https://dev.mysql.com/downloads/installer/ 

By clicking the indicated ‘Download’ button your browser downloads the installer package for you to run 

manually. 

 

https://dev.mysql.com/downloads/installer/


 
 
 
 

Portable Measuring System Cavity Eye Hungary Kft.,  
Quick Guide Szellő str. 1, H-6000 Kecskemét, Hungary 
 TEL: +36 76 951 966 │ INFO@CAVITYEYE.COM │ WWW.CAVITYEYE.COM 

Please take note, that Cavity Eye databases support MySQL version 5.7.20 and later. 

Earlier versions might cause performance and compatibility issues. 

Installers of versions later than 5.7.20 might look different than indicated in this manual (use different names, 

expressions, etc). 

Run the downloaded installer 

Run the downloaded installer either from the browser or from the file explorer. 

Start the installation 

First, you have to accept the License Agreement by ticking the indicated field and then clicking ‘Next’. 

Note: 

MySQL Installer requires internet-connection to download and install some softwares. Otherwise you have to 

install them manually. 

 

Select setup type 

Select the ‘ Developer Default’ setup type before going on to the next step of the installation by clicking the ‘ 

Next’ button. 
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Checking Requirements 

In case the following panel will be shown, move to the next installation window by clicking on the ‘Next’ button. 

 

Install requirements 

The installer might ask you to confirm going to the next window without installing some software pre-

requirements. Click on ‘Yes’ to move to the next window. 
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Installing the server components 

Once all prerequisites are met click ‘Execute’ on the following screen. This will install the MySQL server and 

other components on your computer. 

 

If the setup was successful, you can jump to the chapter ‘Configuring the Server‘ 

Optional steps in case of failure 

In case the ’MySQL Server’ installation failed, you have to download the required software from: 

https://support.microsoft.com/en-us/help/3179560/update-for-visual-c-2013-and-visual-c-

redistributable-package 
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Open your browser ( preferably Chrome ) and open the link, then download the required software component 

 

After the download you should see the Installer with the name ‘vcredist_x64’ or ‘vcredist_x86’ in your 

’Downloads’ folder. 

Run the installer, accept the terms and conditions then click on the Install button.  

                             

The program will install the required software, and after the ‘Setup Successful’ message, click on the ‘Close‘ 

button. 

Now go back to the MySQL installer window, and click on the ‘Next‘ button. 
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Now click on the ‘ Next‘ button again, and when the MySQL Router Configuration window appeared, click on 

the ‘Finish‘ button. 

Open the ‘ vcredist_x64’ or ‘vcredist_x86’ installer again. The following window should appear: 

 

Click on the ‘Add ...‘ button, then select one of the following: 

‘MySQL Server 5.7.20 - x64‘ or ‘ MySQL Server 5.7.20 - x86‘ Depending on your operating system . Click on 

the green arrow in the middle, then click on ‘Next‘. 
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Click on ‘Execute‘ and wait until you can see the ‘Complete‘ message under ‘Status‘. 

 

Click on ‘Next‘ , then click ‘Next‘ again on the ‘Product Configuration‘ window . 
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Configuring the server 

The MySQL server must run as a windows service. It automatically starts and stops with Windows. Leave the 

default settings on the following screens and click ‘Next’: 
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If the second window is not shown after the previous step, then it means you have to make this option later. On 

different devices may not be the same. 

On the Accounts and Roles panel, you have to provide the database with a root password . 

Type: cesuper  

in the indicated fields. 

 

  Changing these settings might affect how your Cavity Eye products behave. Different configurations 

may result in an erroneous behaviour! Do not change the default settings! 
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Click on ‘Next’. 

 

Configuring the server as a windows service 

The MySQL server must run as a windows service. It automatically starts and stops with Windows. Leave the 

default settings on the following screens and click ‘Next’: 

 

  Be careful to type the username and password exactly as they are indicated above, otherwise your 

Cavity Eye products can not access the database! 

  Changing these settings might affect how your Cavity Eye products behave. Different configurations 

may result in an erroneous behaviour! Do not change the default settings! 
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If the panel below is not shown after the previous step, then it means you have already made this option before. 

On different devices may not be the same. 

 

  Changing these settings might affect how your Cavity Eye products behave. Different configurations 

may result in an erroneous behaviour! Do not change the default settings! 

  Changing these settings might affect how your Cavity Eye products behave. Different configurations 

may result in an erroneous behaviour! Do not change the default settings! 
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Apply server-configuration 

In this step the MySQL configures your server according to all the inputs you provided during the previous steps. 

Click ‘Execute’ and wait for the installer to finish configuration. 

 

Finishing MySQL installation 

The following screens are the final steps of the installer that only provide information about the installed 

products. 

Click ‘Finish’. 
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Click ‘Next’. 

 

Click ‘Finish’ . 

 

The installer exits after this screen and you are finished with installing and configuring the MySQL server on 

your computer. You can continue by installing the Cavity Eye products that depend on the MySQL database. 

Creating Database for Cavity Eye 

Locate the ’Database scripts‘ zip file (provided by Cavity Eye via download link) and extract the files using 

winrar/7zip etc. 

After extracting the file you should see 2 files named as ‘Create User‘ and ‘CreateLDB 3.1‘. 
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Search for ‘ MySQL Workbench 6.3 ‘ on your computer, and run the application. You should see the following  

window: 

 

Double click on ‘Local instance MySQL Router‘. If a window pops up, provide the previously given credentials. 

In the Workbench, open ‘File‘ and choose ‘Open SQL Script...‘ 
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A window will appear to locate the required database scripts. Navigate to the files extracted in the previous 

steps and select the ‘Create User‘ script. 

Click on ‘ Open ‘ then click on the yellow lightning icon. 

 

On the bottom left corner you can see if the scripts finished successfully. 
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Open ‘File‘ and choose ‘Open SQL Script...‘ option againand select the ‘CreateLDB 3.1‘ script. 

 

Click on ‘ Open ‘ then click on the yellow lightning icon again. 

 

On the bottom left corner you can see if the scripts finished successfully. 
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To grant the necessary permissions for Cavity Eye, you have to open ‘Users and Privileges‘ on the ‘Login‘ panel. 

 

Click on ‘ceuser‘ in the Users list. Then navigate to the ‘Administrative Roles‘ panel. 

Click on the checkbox next to the ‘DBA‘ Role in the list. 

Your window should look like in the following picture. 
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Click on the ‘Apply‘ button on the bottom right corner. After you clicked on the button, it should be greyed out. 

 

You are finished with the database creation. You can close MySQL Workbench and the MySQL Server installer. 
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3. Installing Java 

Download the Java SE Runtime Environment 8 installer. 

You can download the official install package from our website: 

http://cavityeye.com/en/downloads/ 

 

Or directly from the following link: 

http://www.oracle.com/technetwork/java/javase/downloads/jdk8-downloads-2133151.html 

Select the installer that matches your computer’s configuration: 

• Windows x86 Offline for 32 bit Windows systems 

• Windows x64 Offline for 64 bit Windows systems 

 

http://cavityeye.com/en/downloads/
http://www.oracle.com/technetwork/java/javase/downloads/jdk8-downloads-2133151.html
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Run the downloaded installer 

You find the installer in the download folder of your browser. Check your browser settings if you are unsure 

which folder it is. 

Double click the installer and wait for the installer to initialize. 

Install Java Runtime Engine 1.8 

Click ‘Install’ in the pop-up window to start installing JRE 1.8 on your computer. 

 

Wait until the installer finishes the setup process, then close the installer. 
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4. Installing Cavity Eye software 

You can download the official Cavity Eye release version from our website: 

http://cavityeye.com/en/downloads/ 

 

You find Cavity Eye software in the download folder of your browser. Check your browser settings if you are 

unsure which folder it is. 

After you downloaded the appropriate Cavity Eye software version from the Cavity Eye website you have to 

extract the zipped file to the root folder of your computer ’s drive ( C:\ ). 

When the extraction finished you should see the Cavity Eye x.x.x.x folder (x.x.x.x refers to the version number).  

You can open Cavity Eye software from the ‘Cavity Eye x.x.x.x’ folder with the ‘cegui.jar’ file. You need to right 

click on the file, then move your mouse to ‘Open with..’ then select ‘Java(™) Platform SE binary’. 

 

Now you can use your Cavity Eye software! 

  Cavity Eye depends on the MySQL database. Do not use Cavity Eye software on your computer 

without a running MySQL database! 

http://cavityeye.com/en/downloads/


 
 
 
 

Portable Measuring System Cavity Eye Hungary Kft.,  
Quick Guide Szellő str. 1, H-6000 Kecskemét, Hungary 
 TEL: +36 76 951 966 │ INFO@CAVITYEYE.COM │ WWW.CAVITYEYE.COM 

 

 

 

Cavity Eye Hungary Kft. 

Szellő str. 1. 

6000 Kecskemét 

Hungary 

Tel: +36 76 951 966 

info@cavityeye.com 

www.cavityeye.com 

 

http://www.cavityeye.com/

